
TENTATIVE

SAW Filter for GPS

1. ELECTRICAL CHARACTERISTICS : Ta = -30 to +85 °C
As of Feb. 6, 2001

ITEM SPECIFICATIONS UNIT NOTE
Nominal  I/O Impedance 50 ohm
Nominal Center Freq. : f0 1575.42 MHz

Pass Band 1573.92 to 1576.92 MHz
min. typ. max.

Insertion Loss 1.0 1.7 dB
Ripple at Pass Band 0.1 0.8 dB

V.S.W.R. at Pass Band 1.2 1.8 -
Attenuation 824 to 915 MHz 26 28 dB

1650 to 1700 MHz 33 36 dB
1710 to 1910 MHz 33 36 dB
1920 to 1980 MHz 35 38 dB
2110 to 2400 MHz 35 38 dB
2400 to 4600 MHz 20 25 dB

Operating Temperature range -30 to +85 °C

2. MECHANICAL CONFIGURATION

Height : 1.25max.

Unit : mm
Tolerance : +/- 0.15mm

CONNECTION
2, 5 INPUT/OUTPUT
1, 3, 4, 6 GROUND

Specifications are subject to change without notice.

SANYO Electronic Components Co.,Ltd.
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MODEL TSM157PW2B (ES-2)


