REFERENCE DESIGN

nRF2471 Headphone Reference Design 1, nRF2471-HPR1

Daughterboard, Bill of Materials

Designator Value Description Footprint
C1001 1pF Capacitor, Tantalum, +/- 20%, 20V 1206
C1002 0.47pF Capacitor, Tantalum, +/- 20%, 20V 1206
C1003 1pF Capacitor, Tantalum, +/- 20%, 20V 1206
C1004 1pF Capacitor, Tantalum, +/- 20%, 20V 1206
C1005 1pF Capacitor, Tantalum, +/- 20%, 20V 1206

Switch mode inductor, saturation current >
11001 15pH 350mA, resistance <1 ohm 1812
D1001 Silicon diode, Philips PMBD6050 SOT-23
J1001 Female D-SUB 9-pin R5232 connectvor Axial
P1001 Header, 6-pin, dual row Axial
P1002 Header, 10-pin, dual row Axial
P1003 Connector, Molex 52435-3072 SMD
R1001 1kQ Resistor, 5% 0603
R1002 1kQ Resistor, 5% 0603
R1003 220Q Resistor, 5% 0603
R1004 1kQ Resistor, 5% 0603
R1005 Not fitted 0603
U1001 RS232 Transceiver, Maxim MAX3218CAP SSOP20

Figure 1 Daughterboard Bill of Materials

Nordic Semiconductor ASA - Vestre Rosten 81, N-7075 Tiller, Norway - Phone +4772898900 - Fax +47 72898989

Revision: 1.0

Page1 of 1

Date: January 2006



